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Complete packaged systems.

Autoclave sized to your production needs.
O-ring gasket seal is easily replaced,
inexpensive, and has long life.

(no abrasion by rotating parts)

Pressures and temperatures can be attained
in seconds (programmable time vs. pressure
available).

Venting can be programmable (time vs. pressure).

Steam generating system is powered by preferred
fuel (natural gas, propane, fuel oil) or electricity.
Energy efficient design reduces payback time by
sizing Autoclave & Boiler system to your
production requirements.

Optional features allow customer choice of
operating controls, recording, data logging.
Many replacement components stocked for
overnight shipment. Factory service readily
available.

Designed, manufactured, tested, and serviced
from WSF's plant in Tonawanda, NY, USA

RapriDoor ®

WSF's unique, wedgelock, breech-action,
RapiDoor design provides fast and trouble-free
opening/closing of the access door.
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accumulation.
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Wet accumulator design allows
autoclave setpoint pressures to

be attained while minimizin
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horsepower requirements. Main and secondary valving Options: PLC controlled, HMI operator

Efficient design allows faster systems allow critical pressure interface, process variable recording,

regeneration times and more setpoints to be achieved. paperless recording, data logging.

cycles per shift than other
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Option: Controlled venting Powered by natural gas, propane,

system (depressurization vs. time) fuel oil, or electric.
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